ZKes 4b3

Humidor
Humidor

Subject to modification. Timestamp: 14.05.2024

(3 Geman

- . .
Engineering LIEBHERR

I High Quality
Ease of Use

Humidity | Fresh uv LED Door
Control Air Protect Lock

Energy consump. in 365 days/24 h 162 / 0.443 kWh
Noise output 40 dB(A)
Climate rating N (+16 °C to +32 °C)
Frequency / voltage 50 Hz / 220-240 V~
Connection Rating 05A

Door Glass door with stainless steel frame and SmartSteel
Side walls stainless steel with SmartSteel
Exterior dimensions incm (h / w / d) 61.2/425/418
Controls

Type of Control LCD display in the interior, touch electronic

Digital display of temperature and humidity

Alarm in case of malfunction

visual and acoustic

Door alarm acoustic
Child proof function yes
Features

Temperature zones 1
Temperature range +16°Cto +20°C
Air humidity 68% t0 75%
Adjustable cooling circuits 1

Forced air system

Convection cooling, fresh air supply via FreshAir activated

charcoal filter

Interior light LED lighting permanently on, dimmable
Design HardLine-Design
Shelf material Spanish cedar wood fittings
Storage shelves 2
Door hinges Fixed door hinge, right
Presentation boxes 2
Lock mechanisch
EAN-NT. 9005382100837
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